The play components identified on this plan are IPMA certified. The use and layout of these components conform to the requirements of ASTM F1487.

*NOTE: PLEASE VERIFY ALL DIMENSIONS OF PLAY AREA: SIZE, ORIENTATION, AND LOCATIONS OF ALL EXISTING UTILITIES, EQUIPMENT, AND SITE FURNISHINGS, PRIOR TO ORDERING.
The use and layout of these components conform to the requirements of ASTM F1487.

NOTE: PLEASE VERIFY ALL DIMENSIONS OF PLAY AREA SIZE, ORIENTATION, AND LOCATIONS OF ALL EXISTING UTILITIES, EQUIPMENT, AND SITE FURNISHINGS PRIOR TO ORDERING.

TOTAL ELEVATED PLAY COMPONENTS 8
TOTAL ELEVATED COMPONENTS ACCESSIBLE BY RAMP 0 REQUIRED 0
TOTAL ELEVATED COMPONENTS ACCESSIBLE BY TRANSFER 0 REQUIRED 0
TOTAL ACCESSIBLE GROUND LEVEL COMPONENTS SHOWN 4 REQUIRED 4
TOTAL DIFFERENT TYPES OF GROUND LEVEL COMPONENTS 4 REQUIRED 4

NOTES:
THIS CONFORMS TO THE ADA ACCESSIBILITY GUIDELINES, ASSUMING THAT THE ENTIRE USE ZONE IS COVERED WITH AN ACCESSIBLE PROTECTIVE SURFACING.
NOTE: A HOLD HARMLESS AGREEMENT MUST BE SIGNED PRIOR TO PURCHASE OF EQUIPMENT.

NOTE: ONE ELEVATED COMPONENT IS NOT REQUIRED TO MEET ADAAG.

PROTECTIVE SURFACING REQUIRED TO COVER ALL AREAS WITHIN THE SAFETY ZONE.

NOTES:

THIS CONFORMS TO THE ADA ACCESSIBILITY GUIDELINES (ADAAG), ASSUMING THAT THE ENTIRE USE ZONE IS COVERED WITH AN ACCESSIBLE PROTECTIVE SURFACING.