Phillips Elementary
Intermediate Playground
Denver, CO
Phillips Elementary Primary Playground
Denver, CO
THE PLAY COMPONENTS IDENTIFIED IN THIS PLAN ARE IPEMA CERTIFIED. THE USE AND LAYOUT OF THESE COMPONENTS CONFORM TO THE REQUIREMENTS OF ASTM F1487.

AN ENERGY ABSORBING PROTECTIVE SURFACE IS REQUIRED UNDER & AROUND ALL PLAY SYSTEMS.

CD107509

COMPLIES TO CPSC
COMPLIES TO ASTM
COMPLIES TO ADA

GROUND SPACE: 36' X 23'
PROTECTIVE AREA: 50' X 37'

DESIGNED FOR AGES 5-12

DATE: 6/22/04

SCALE: 1" = 5'-0"
The play components identified in this plan are IPEMA certified. The use and layout of these components conform to the requirements of ASTM F1487. An energy absorbing protective surface is required under & around all play systems.

CD107510
- Complies to CPSC
- Complies to ASTM
- Complies to ADA

Ground Space: 36' x 25'
Protective Area: 50' x 37'

Designed for ages: 5-12
Date: 6/22/04
Scale: 1" = 5'-0"
THE PLAY COMPONENTS IDENTIFIED IN THIS PLAN ARE IPEMA CERTIFIED. THE USE AND LAYOUT OF THESE COMPONENTS CONFORM TO THE REQUIREMENTS OF ASTM F1487.

AN ENERGY ABSORBING PROTECTIVE SURFACE IS REQUIRED UNDER & AROUND ALL PLAY SYSTEMS.

CD107511 ✓ COMPLIES TO CPSC ✓ COMPLIES TO ASTM ✓ COMPLIES TO ADA

GROUND SPACE: 35' X 5'
PROTECTIVE AREA: 52' X 35'

DESIGNED FOR AGES 5-12

DATE: 6/22/04

SCALE: 1" = 5'-0"

TYPE: 0
QUANTITY: 0

CINDI